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SECTION 1: PRODUCT IDENTIFICATION
Smoothing Reflectives Fast Control 80% VOC

Product name: 80 VOC Hairspray

SECTION 2: HAZARDOUS INGREDIENTS/IDENTITY INFORMATION

Hazardous Components 190 proof Anhydrous Specially Denatured Alcohol 40B.

SECTION 3: PHYSICAL/CHEMICAL CHARACTERISTICS

Boiling point: 173*F Vapor Pressure (mmHG) -@ 20°C:44.0
Vapor density (Air=1): 1.6 Specific gravity: 0.864

Volatiles (% by weight): 80 Evaporation rate: 2.0

Solubility in water: Infinite

Appearance and odor: Colorless, light yellow, fragranced.

SECTION 4: FIRE AND EXPLOSION HAZARD DATA

. Flash point: 55°F (closed cup)
Flammable limits: Lel - 3.3% Uel - 19.0%
Extinguishing media: Water, carbon dioxide, alcohol type foam or dry chemical.

Special fire fighting procedures: Wear personal protective equipment and a self-
contained breathing apparatus (SCBA) when fighting a fire. Use water spray to cool



Smoothing Reflectives Fast Control 80% VOC

equipment and to disperse vapors. Alcohol flames may be difficult to see because they
are virtually colorless. Combustion products include, but are not limited to, carbon
dioxide, carbon monoxide.

Unusual fire and explosion hazards: Vaporizes easily at normal temperatures. Vapors

can travel to an ignition source and flash back. Prevent build-up of vapor to avoid
explosive concentrations.

SECTION 5: REACTIVITY

Stability Data

Unstable: No

Stable: Yes

Conditions to Avoid: Heat, sparks, open flame.

Hazardous Decomposition Products: None. However, as with any other organic
material, combustion will produce carbon dioxide and possibly carbon monoxide.

Incompatibility (Materials to Avoid): Oxidizing materials can cause vigorous reaction.
Hazardous Polymerization
May occur: No

Will not occur: Yes

SECTION 6: HEALTH HAZARD DATA

Route(s) of Entry
Inhalation: Yes
Skin: Unusual, but has been reported

Ingestion: Avoid












