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MATERIAL SAFETY DATA SHEET 2 AEROSOL SERVICES COMPANY, INC.

—————————————————————————————— 425 SOUTH NINTH AVENUE

Information #: (626) 363-6200 P.0O. 2428

Emergency #: Chemtrec (800) 424-9300 CITY OF INDUSTRY, CA. 91746

SMOOTHING REFLECTIVES FAST FINISH HS 80%VOC

Latest Revision Date...08/24/04 Print Date......... 08/24/04
SECTION 1 PRODUCT IDENTIF i3 |
PRODOCT NAME OR KOMBER........ NIOREOA
TRADE NAME OR CHEMICAL NAME... NIOXIN, HOMIDITY RESISTANT HS 80% VOC
STHONTNS. .ot iir s NA
FORMOLA. . vvveeeieeeeens L4779
CHEMICAL FAMILY.........000v0s §a
MOLECOLAR WRIGHT.............. M
|3 S L
ANIS RATING........oovnvunnnns HRALTH=1; PLAMMABILITY=4; REACTIVITY=0
SECTION 2 HAZARDOUS INGREDIENT HAZARD DATA
CHEMICAL NAME(S) CAS_NUMBER i 0T ILV-THA PEL SEC.313
ISOBUTANE 68476-85-1  25.5 1000 ppr 1000 ppn No
ETHANOL 64-17-5 54 1000 ppn 1000 ppen No
ETHANE,1,1-DIFLOORO- 75-37-6  14.5 1000 ppe UNEHOWN Yo

Information for miztures is based on constituent MSDS which are available
upon request. (Minus Proprietary Trade Names).
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SECTION 3 PHYSICAL DATA
BOILING/MELTING POINT 8760 mn Hg... 1734

BEe ettt e ettt e e e e e ONR

VAPOR PRESSURE =n Hg 8201 C........ CAN PRESSURE NOT 70 EICEED 160 psig € 1317
VAPOR DENSIZY (Air = 1)............ )1

PERCENT VOLATILE BY WEIGHT (%)..... 80%
SPECIFIC GRAVITY OR BOLK DENSITY... & 704 = 0.810 - 0.820

SOLUBILITY IN WATER................ SOLUBLE

EVAPORATION RATE (Budc = 1)........ |

BPPRMRANER. . v uinmniamsnaiamnnisine CLEAR YELLOW LIQUID

OD0R. cosansnmiammmmerncnnmansonsmeas STANDARD

TRERIBEEY, cvomcvrnco mm romisscce s e s XD

SECTION 4 FIRE AND EXPLOSION HAZARD DATA

FLASH POINT £ (Test Nethod)....... -304F 1CC (PROPELLANT ONLY); CONCENTRATE 361F (EPA METHOD 1010)
AUTOIGNITION TEMPERATURE........... NA

FLAMMABILITY LINITS IN AIR (% V)... LEL=1.8%; OUEL=9.5%

BITINGUISING MEDIA................. CARBON DIOXIDE, FOAM, DRY CHEMICAL, WATER

————— ——————

SPECIAL FIRE FIGHTING PROCEDURES... KEEP TEMPERATORE OF CONTAINERS BELOW 1207 BY SPRATING WITH WATER ONTIL THE FIRE HAS

BEEN BXTINGUISHED.

UNUSOAL PIRE & EXPLOSION HAZARDS... CONTAINERS MAY RUPTURE AND RELEASE PLAMMABLE LIQUIDS AND/OR GASSES IF EIPOSED T0 HEAT OF

FIRE.















